Hygienic Ultrasonic Sensors

UMC3000 Series
Diffuse Mode Sensors
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Common Technical Data

Housing design cylindrical
Detection range 3000 mm
Dead band 200 mm
Response time 200 ms
Type of voltage DC
Operating voltage (min) 0V
Operating voltage (max) 30V
Connection type Fixed cable
Housing length L 100 mm
Housing diameter D 30 mm

For detailed data and description, see the datasheet. Further
products can be found online at www.pepperl-fuchs.com.

Model Number Type of Output Switching Element Function Switching Frequency ATEX
UMC3000-30H-E5-5M PNP Normally-open/normally-closed (selectable) 2.8 Hz

UMC3000-30H-E5-5M-3G-3D PNP Normally-open/normally-closed (selectable) 2.8 Hz [ |
UMC3000-30H-I-5M Analog current output Analog

UMC3000-30H-1-5M-3G-3D Analog current output Analog |

Highlights

® Product and process reliability through hygienic design and
FDA-compliant materials

= Flexible parameterization via teach-in input or serial interface
for easy commissioning

= Chemically resistant to aggressive substances and cleaning
agents

= Very high degree of protection IP68/IP69K

Brief Description

The sensors are hermetically sealed in VAA stainless steel and
are therefore ideally suited to chemically aggressive application
environments. The devices are also very easy to clean due to
their smooth surface and therefore increase machine availability.
Device versions with ATEX approval even allow use in zones 2
and 22 (ATEX 3G/3D).

Accessories
MH-30H-01
UC-PROG1-USB

V15S-G-0,3M-PUR- Single-ended male cordset, M12, 5-pin, PUR cable with WAGO
WAGO terminals

Assembly aid, 30 mm
Programming Device
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http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=70128216&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=287035&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=70128217&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=287036&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=70128605&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=271216&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=223975&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=223975&LanId=ENG

